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(based on durability groups) that is
equipped with unproven emission con-
trol systems.

(v) The manufacturer must complete
the 25 percent durability requirement
before the remainder of the manufac-
turer’s sales equipped with unproven
emission control systems is certified
using manufacturer-determined as-
signed deterioration factors.

(c) Emission component durability. The
manufacturer shall use good engineer-
ing judgment to determine that all
emission-related components are de-
signed to operate properly for the use-
ful life of the vehicles in actual use (or
alternative intervals as permitted in
§ 86.1805–01).

§ 86.1827–01 Test group determination.
This section applies to the grouping

of vehicles into test groups within a
durability group. The vehicles covered
by an application within a durability
group shall be divided into test groups
based on the following criteria. The
manufacturer shall use good engineer-
ing judgment in grouping vehicles into
test groups.

(a) To be included in the same test
group, vehicles must be identical in all
following respects:

(1) Durability group;
(2) Engine displacement (within a

total band width of 15 percent of the
largest displacement or 50 CID, which-
ever is larger);

(3) Number of cylinders or combus-
tion chambers;

(4) Arrangement of cylinders or com-
bustion chambers (e.g. in-line, v-
shaped);

(5) Subject to the same emission
standards. Light-duty trucks which are
subject to the same emission standards
as light-duty vehicles with the excep-
tion of the light-duty truck idle CO
standard and/or total HC standard may
be included in the same test group.

(b) Where vehicles are of a type
which cannot be divided into test
groups based on the criteria listed
above (such as non-cylinder engines),
the Administrator will establish test
groups for those vehicles based upon
the features most related to their ex-
haust emission characteristics.

(c) Manufacturers may further divide
groups determined under paragraph (a)

of this section providing the Adminis-
trator is notified in advance of any
such changes in writing.

(d) Manufacturers may request the
Administrator’s approval to combine
vehicles into a single test group which
would normally not be eligible to be in
a single test group. The petition should
provide:

(1) Substantial evidence that all the
vehicles in the larger grouping will
have the similar levels of emissions;

(2) Evidence of equivalent component
durability over the vehicle’s useful life;
and

(3) Evidence that the groups will re-
sult in sufficient in-use verification
program data, appropriate tracking in
use, and clear liability for the Agency’s
recall program.

(e) Unless otherwise approved by the
Administrator, a manufacturer of hy-
brid electric vehicles must create sepa-
rate test groups based on both the type
of battery technology employed by the
HEV and upon features most related to
their exhaust emission characteristics.

[64 FR 23925, May 4, 1999, as amended at 65
FR 6864, Feb. 10, 2000]

§ 86.1828–01 Emission data vehicle se-
lection.

(a) FTP and SFTP testing. Within each
test group, the vehicle configuration
shall be selected which is expected to
be worst-case for exhaust emission
compliance on candidate in-use vehi-
cles, considering all exhaust emission
constituents, all exhaust test proce-
dures, and the potential impact of air
conditioning on test results. The se-
lected vehicle will include an air condi-
tioning engine code unless the worst-
case vehicle configuration selected is
not available with air conditioning.
This vehicle configuration will be used
as the EDV calibration.

(b) Evaporative/Refueling testing. Vehi-
cles of each evaporative/refueling fam-
ily will be divided into evaporative/re-
fueling emission control systems.

(1) The vehicle configuration ex-
pected to exhibit the highest evapo-
rative and/or refueling emission on
candidate in-use vehicles shall be se-
lected for each evaporative/refueling
family and evaporative refueling emis-
sion system combination from among
the corresponding vehicles selected for
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